IDAHO TRANSPORTATION DEPARTMENT
VEHICLE SPEED BY LANE REPORT — From 2004 Permanent Weigh-In-Motion Data
District 5 - Georgetown - US30 - .7 SE. of Nounan Rd.

Thursday 1 January Thru Saturday 31 January 2004
Total Traffic- All Lanes Included

Vehicle Direction of Travel
West Bound East Bound

Lane Lane Average Lane Lane Average Total Average
Speed Bin Count % Speed Count % Speed Count | Type% Speed
0-30 44 0.20 23 153 0.64 13 197 0.43 15
30-35 49 0.22 34 25 0.10 33 74 0.16 34
35-40 134 0.60 38 124 0.51 39 258 0.56 39
40 — 45 328 1.48 43 349 1.45 43 677 1.46 43
45 -50 827 3.72 48 1090 4.52 48 1917 414 48
50-55 1726 7.77 53 2132 8.85 53 3858 8.33 53
55 -60 2984 13.44 58 3690 15.32 58 6674 14.42 58
60 — 65 6064 27.31 63 6749 28.01 63 12813 27.68 63
65-70 7468 33.63 68 7786 32.32 68 15254 32.95 68
70-75 2133 9.61 72 1734 7.20 72 3867 8.35 72
75-80 331 149 78 207 0.86 77 538 116 77
80-85 84 0.38 83 35 0.15 83 119 0.26 83
85 —140 34 0.15 90 17 0.07 94 51 0.11 91
Tota by Lane 22206 47.96 63 24091 52.04 62 46297 100.00 63
Total by Direction 22206 47.96 63 24001 52.04 62
50" Percentile Speed 64
85" Percentile Speed 70




